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Mustek DV 2032
Multifunktionale digitale Video-Kamera, Digitalkamera PC- Cam, 1.1 Mio. Pixel, (2 Mio. Pixel hardwareinterpoliert), 32 MB internal Flash-memory, SD/MMC-Slot, 1,5"-color- TFT LCD Display. Software, USB-AV-wire, Tasche, Batterien.
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  *incl. VAT, plus shipping 


Mustek brand has been globally well known for its excellent quality, professional support, and extensive service. Mustek has been recognized by many international magazines and professional organizations for its excellent innovation technology, production capability, and product quality. PRODUCT FEATURES: Digital Video, DSC and PC Camera; 2.0Mega Pixels Hardware Resolution; 32MB Internal Flash Memory; Audio/Video Out for TV; Easy-to-use Controls and Color TFT 1.5" LCD; SD and MMC Memory Card Supported; Smallest, Lightweight and Compact Design.

 

Main Specifications
Product Description
Mustek DV 2032 - digital AV recorder

Dimensions (WxDxH)
8.6 cm x 4 cm x 6.8 cm

Weight
110 g

Device Type
Digital AV recorder

Battery
Internal - AA type Alkaline

Digital Zoom
2 x

Display Type
1.5" LCD

Key Features
Digital camcorder, digital camera, external HDD function, web camera

Supported Still Images Formats
JPEG

PC Interfaces
USB

Included Accessories
AV cable, USB cable

Integrated Flash Memory
32 MB

Flash Memory Cards Supported
MultiMediaCard, SD Memory Card

Sensor
1.3 Mpix / 2 Mpix (interpolated) - CMOS


Digital Camera
Lens Aperture
F/2.8

Digital Zoom
2

Min Focal Length
8.5 mm

Resolution
1.3 Megapixel - 2 Megapixel (interpolated)

Max Shutter Speed
1/15

Min Shutter Speed
1/4000

Focal Length Equivalent to 35mm Camera
44mm

Self Timer Delay
10 sec

Webcam Capability
Yes

Optical Sensor
CMOS

Microphone
Built-in microphone

Supported Still Images Formats
JPEG

Connections
USB

Battery
Alkaline, 2 AA type

Display Type
LCD 1.5" - colour


System Requirements
MS Windows XP, MS Windows 2000, MS Windows ME, MS Windows 98 SE

Software Included
Adobe Acrobat Reader, Ulead Photo Explorer, Ulead COOL 360, Ulead Photo Express SE


Video
Video Capture
AVI - 320 x 240 - 30 fps

Included Accessories
AV cable, USB cable

